
Product Approvals
Complies with BS EN 60598.Halogen Lighting



b86

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Product Approvals
Complies with BS EN 60598. 

HALOGEN LIGHTING - Surface Mounted

ORO Surface Mounted Spotlight

230V ‘ORO’ Surface Spotlight

code  no. of  lampholder  max tilt rotation 
 lamps type wattage 

GU120*  1  GU10  50W 100° 350°

Lamp sold separately.

 GU120SC.



b87call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Product Approvals
Complies with BS EN 60598.

HALOGEN LIGHTING - Surface Mounted

GIUSTO Surface Spotlight

230V ‘GIUSTO’ Surface Spotlight

code  no. of  lampholder  max 
 lamps type wattage 

GU200SV  1  GU10  50W

Lamp sold separately.



b88

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Product Approvals
Complies with BS EN 60598. 

OCCA Surface Mounted Spotlight

230V ‘OCCA’ Surface Spotlight

code  no. of  lampholder  max tilt rotation 
 lamps type wattage 

GU110*  1  GU10  50W 100° 350°

Lamp sold separately. 

HALOGEN LIGHTING - Surface Mounted

 GU110SV.



b89

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Product Approvals
Complies with BS EN 60598.

OCTA Surface Mounted Spotlight

code  no. of  lampholder  max tilt rotation 
 lamps type wattage 

GU130*  1  GU10  50W 100° 350°

Lamp sold separately. 

230V ‘OCTA’ Surface Spotlight

HALOGEN LIGHTING - Surface Mounted

 GU130CH.



b90 call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Product Approvals
Complies with BS EN 60598.

Klarheit Wall Light
HALOGEN LIGHTING - Surface Mounted

Product Approvals
Complies with BS EN 60598.



b91call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

230V Tungsten Halogen ‘Klarheit’ Wall Light

code no. of  lampholder  max 
 lamps type wattage

MV150SV   1  R7S  150W

Lamp not included.

Klarheit Wall Light
HALOGEN LIGHTING - Surface Mounted



b92

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Product Approvals
Complies with BS EN 60598. 

Largo Wall Light

230V ‘Largo’ Wall Light (Glass Shades Supplied Separately)

code  no. of  lampholder  max 
 lamps type wattage 

MV350* 1  G9  40W

Lamp not included.

Please choose a shade from the listing on the next page. 

HALOGEN LIGHTING - Surface Mounted

 MV350SC.



b93call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Product Approvals
Complies with BS EN 60598.

*)

Largo Wall Light

Glass Shades

GF610

GF620

GF630 GF640

GF650

code  description width  depth  height  
 

GF610* Presto Cube 63  63  66  

 

code  description  diameter  height  
     

GF620* Celesta  80  64  

GF630* Verismo  74  130 

GF640* Nocturna  100  83 

GF650* Cadenza  130  100 

*)

Each of the glass shades illustrated  
on this page can be used with both  

 

The coloured glasses are internally  
 

when illuminated enhances the  

HALOGEN LIGHTING - Surface Mounted

Please add required shade option on to the code e.g. GF620RDM.



Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Product Approvals
Complies with BS EN 60598. 

Lento Pendant Light

230V ‘Lento’ Pendant Light (Glass Shades Supplied Separately)

code  no. of  lampholder  max 
 lamps type wattage 

MV300* 1  G9  40W

Lamp not included.

Please choose a shade from the listing on the next page. 

HALOGEN LIGHTING - Surface Mounted

 MV300SC.



b95call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Product Approvals
Complies with BS EN 60598.

Lento Pendant Light

Glass Shades

code  description width  depth  height  
 

GF610* Presto Cube 63  63  66 

 

code  description  diameter  height  
 

GF620* Celesta  80  64  

GF630* Verismo  74  130 

GF640* Nocturna  100  83 

GF650* Cadenza  130  100 

Each of the glass shades illustrated  
on this page can be used with both  

 

The coloured glasses are internally  
 

when illuminated enhances the  

HALOGEN LIGHTING - Surface Mounted

GF650GF650GF640GF630GF610 GF620

Please add required shade option on to the code e.g. GF610TWH.

*)*)



b96

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Glass Dome Light

12V Frosted Glass Dome Light

code  no. of  lampholder  max 
 lamps type wattage 

LV165*   1  G4 Capsule  20W

 

)

HALOGEN LIGHTING - Surface Mounted

 LV165CHB.

Product Approvals.

Complies with BS EN 60598.



b97call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Product Approvals.

Complies with BS EN 60598.

Starlights

12V Die Cast ‘Starlight’

code  no. of  lampholder  max 
 lamps type wattage 

Cast Starlight 

LV200* 1  G4 Capsule  20W

code diameter cutout 

Starlight Mounting/Access Plate 
 

SP202 65 55  

The  
a 55mm ceiling cutout.

SP202 with 
LV200 mountedSP202

LV200LV200L

SP202 with 
LV200 tLL

 LV200SB.

HALOGEN LIGHTING - Flush Mounted

*)



HALOGEN LIGHTING - Flush Mounted

b98

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Product Approvals.

Complies with BS EN 60598.

Professional MR11 Miniature Downlighter

12V 35mm Cast Fixed Downlighter

code  no. of  lampholder  max 
 lamps type wattage 

LV580*  1  35mm GU4/MR11  35W

 LV580WH.



HALOGEN LIGHTING - Flush Mounted

b99

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Product Approvals.

Complies with BS EN 60598. .

Professional MR11 Miniature Downlighter

12V 35mm Cast Adjustable Downlighter

code  no. of  lampholder  max tilt 
 lamps type wattage 

LV585*  1  35mm GU4/MR11  35W 0-30º

 LV585SC.



HALOGEN LIGHTING - Flush Mounted

b100

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Professional Fixed Downlighter

12V Cast Fixed Downlighter

code  no. of  lampholder  max 
 lamps type wattage 

LV510*  1  GU5.3  50W

 LV510GM.

Product Approvals.

Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b101

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Product Approvals
Complies with BS EN 60598.

Professional Fixed Downlighter

230V Cast Fixed Downlighter

code  no. of  lampholder  max 
 lamps type wattage 

GZ510*  1  GZ10/GU10  50W

Lamp sold separately.

 GZ510BR.



HALOGEN LIGHTING - Flush Mounted

b102

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Professional Adjustable Downlighter

12V Cast Adjustable Downlighter

code  no. of  lampholder  max tilt 
 lamps type wattage 

LV515*  1  GU5.3  50W 15º

 LV515SB.

Product Approvals.

Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b103

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Professional Adjustable Downlighter

230V Cast Adjustable Downlighter

code  no. of  lampholder  max tilt 
 lamps type wattage 

GZ515*  1  GZ10/GU10  50W 15º

Lamp sold separately.

 GZ515BR.

Product Approvals
Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

12V Cast Eyeball Downlighter

code  no. of  lampholder  max tilt rotation 
 lamps type wattage 

LV520*  1  GU5.3  50W 20º 355º

Professional Eyeball Downlighter

 LV520BK.

Product Approvals.

Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b105

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

230V Cast Eyeball Downlighter

code  no. of  lampholder  max tilt rotation 
 lamps type wattage 

GZ520*  1  GZ10/GU10  50W 20º 355º

Lamp sold separately.

Professional Eyeball Downlighter

 GZ520CH.

Product Approvals
Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b106

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Professional Square Wallwash

12V Cast Square Wallwash Downlighter

code  no. of  lampholder  max tilt 
 lamps type wattage 

LV540*  1  GU5.3  50W 30º

Adjustable to any angle from down light to 30° wallwash

 LV540WH.

Product Approvals.

Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b107

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Professional Square Wallwash

230V Cast Square Wallwash Downlighter

code  no. of  lampholder  max tilt 
 lamps type wattage 

GZ540*  1  GZ10/GU10  50W 30º

Lamp sold separately.

Adjustable to any angle from down light to 30° wallwash

 GZ540AB.

Product Approvals.
Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b108

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Professional Ratchet Wallwash

12V Cast Ratchet Wallwash Downlighter

code  no. of  lampholder  max tilt rotation 
 lamps type wattage 

LV530*  1  GU5.3  50W 80º N/A

Adjustable to any angle from down light to 80° wallwashwash

 LV530BR.

Product Approvals.

Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b109

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Professional Bullit Wallwash

12V Cast Bullit Wallwash Downlighter

code  no. of  lampholder  max tilt rotation 
 lamps type wattage 

LV550*  1  GU5.3  50W 80º 355º

Adjustable to any angle from down light to 80° wallwash

 LV550GM.

Product Approvals.

Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b110

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Professional Recessed Downlighter

12V Cast Recessed Downlighter

code  no. of  lampholder  max 
 lamps type wattage 

LV560* 1  GU5.3  50W

 LV560GM.

Product Approvals.

Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b111

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Professional Recessed Downlighter

230V Cast Recessed Downlighter

code  no. of  lampholder  max 
 lamps type wattage 

GZ560* 1  GZ10/GU10  50W

Lamp sold separately.

 GZ560CH.

Product Approvals.
Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b112

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Professional Two-Tone Downlighter

12V Cast Two-Tone Downlighter

code  no. of  lampholder  max tilt 
 lamps type wattage 

LV570*  1  GU5.3  50W 15º

 LV570BPE.

Product Approvals.

Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b113

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Professional Two-Tone Downlighter

12V Cast Two-Tone Eyeball Downlighter

code  no. of  lampholder  max tilt 
 lamps type wattage 

LV575*  1  GU5.3  50W 15º

 LV575BSC.

Product Approvals.

Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Professional Aztec Adjustable Downlighter

12V Cast Aztec Adjustable Downlighter

code  no. of  lampholder  max tilt 
 lamps type wattage 

LV505*  1  GU5.3  50W 15º

 LV505SC.

Product Approvals.

Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b115

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Professional Aztec Adjustable Downlighter

230V Cast Aztec Adjustable Downlighter

code  no. of  lampholder  max tilt 
 lamps type wattage 

GZ505*  1  GZ10  50W 15º

Lamp sold separately.

 GZ505AB.

Product Approvals.
Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b116

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Professional Square Recessed Downlighter

12V Square Recessed Downlighter

code  no. of  lampholder  max 
 lamps type wattage 

LV105* 1  GU5.3  50W

 LV105WH.

Product Approvals.

Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b117

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Professional Square Recessed Downlighter

230V Square Recessed Downlighter

code  no. of  lampholder  max 
 lamps type wattage 

GZ105* 1  GZ10/GU10  50W

Lamp sold separately.

 GZ105SC.

Product Approvals.
Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b118

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Professional Square Recessed Downlighter

12V Square Recessed Downlighter with Drop Glass

code  no. of  lampholder  max 
 lamps type wattage 

LV107* 1  GU5.3  50W

 LV107WH.

Product Approvals.

Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b119

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Professional Square Recessed Downlighter

230V Square Recessed Downlighter with Drop Glass

code  no. of  lampholder  max 
 lamps type wattage 

GZ107* 1  GZ10/GU10  50W

Lamp sold separately.

 GZ107CH.

Product Approvals.
Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b120

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Recessed Downlighters

code  no. of  lampholder  max 
 lamps type wattage 

LVB015* 1  GU5.3  50W

12V Fixed Downlighter

 LVB015WH.

Product Approvals.

Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b121

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Recessed Downlighters

code  no. of  lampholder  max 
 lamps type wattage 

GZ015* 1  GZ10/GU10 50W

Lamp sold separately.

230V Fixed Downlighter

 GZ015CH.

Product Approvals
Complies with BS EN 60598. 



HALOGEN LIGHTING - Flush Mounted

b122

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Adjustable Downlighters

12V Adjustable Downlighter

code  no. of  lampholder  max tilt 
 lamps type wattage 

LVB020* 1  GU5.3  50W 15º

 LVB020SC.

Product Approvals.

Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b123

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Adjustable Downlighters

230V Adjustable Downlighter

code  no. of  lampholder  max tilt 
 lamps type wattage 

GZ020*  1  GZ10/GU10 50W 30º

Lamp sold separately.

 GZ020WH.

Product Approvals.
Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Eyeball Downlighters

12V Eyeball Downlighter

code  no. of  lampholder  max tilt rotation 
 lamps type wattage 

LVB025* 1  GU5.3  50W 30º 355º

 LVB025CH.

Product Approvals.

Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b125

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Eyeball Downlighters

230V Eyeball Downlighter

code  no. of  lampholder  max tilt rotation 
 lamps type wattage 

GZ025*  1  GZ10/GU10 50W 30º 355º

Lamp sold separately.

 GZ025SC.

Product Approvals.
Complies with BS EN 60598.



HALOGEN LIGHTING - Flush Mounted

b126

Available Finishes (*)

call: 01827 63454   fax: 01827 63362   email: sales@scolmore.com   visit: www.scolmore.com

Professional Tear Drop Wallwash

12V Cast Tear Drop Wallwash Downlighter

code  no. of  lampholder  max tilt rotation 
 lamps type wattage 

LV555* 1  GU5.3  50W 80º 355º

Adjustable to any angle from down light to 80° wallwash

 LV555SC.

Product Approvals.

Complies with BS EN 60598.


